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LUCOM GmbH
introducing

Bondix S.A.NE
on a Teltonika
router



certified LUCOM devices to be used with Bondix S.A.NE
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All devices are compatible with

SmartMotion

SmartFlex

ICR-3231

RUT 950 / RUT 955

RUT X series

Other platforms upon Request
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First steps on a Teltonika router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

a RUTX12 Router was used for this example
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First steps on a Teltonika router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

It is necessary to connect all components before putting the router into

operation. So don´t forget to connect your SIM cards, antennas and other

cable. 
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First steps on a Teltonika router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

1. Pull out the SIM needle from the front panel of the

router.

2. Push the SIM holder button with the SIM needle.

3. Pull out the SIM holder.

4. Insert your SIM card into the SIM holder.

5. Slide the SIM holder back into the router.

It is necessary to insert an activated SIM card

with an unblocked PIN code

The supported type of SIM cards are Mini SIMs 

with the dimensions of 25.0 x 15.0 x 0.76 mm

Different types of sim cards need to use a mini-

SIM adapter
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Setting up your router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

You need the web interface for the router to configure Bondix S.A.NE. It has

to be opened via Web Browser. The default IP address is 192.168.1.1.

To obtain the access to your router

you have to type in the username

„admin“ and the password which is

„admin1“
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Setting up your router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

The setup wizard will start automatically
1. Select your time zone

2. Sync the current system time with your browser

3. Change the mode to advanced

4. Click on next
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Setting up your router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Enable DHCP and click next
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Setting up your router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

1. Enable the Auto APN

2. Insert your PIN if necessary

3. Go to next
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Setting up your router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

On „step 4“ you can change your Routers WIFI name as well as the password for both frequencies
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Setting up your router

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Click „SAVE & APPLY“ 
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Optimal settings for Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Check the

Firmware Version 

of your router

It has to be

RUTX_R_00.02.06

.1 

If thats not the

case please

downgrade your

Firmware via this

link

https://wiki.teltonika-networks.com/wikibase/images/6/62/RUTX_R_00.02.06.1_WEBUI.bin
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Optimal settings for Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

You can find the

installed Firmware 

in your Windows 

Explorer

Upload it on 

„Firmware“ →

„Update Firmware“ 

and downgrade the

firmware to the

required version

(RUTX_R_00.02.06.

1) via the selected

image
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Optimal settings for Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Make sure that you

have configured DNS 

forwarding to 8.8.8.8 

and 9.9.9.9 to

receive DNS through

the tunnel
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Optimal settings for Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Please ensure that no Teltonika load-balancing-functionality is active on the router since this will have a 

massive impact on the performace
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Installing the user module Bondix S.A.NE 

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

1. Install the proper version of Bondix, you can

find it here or on our website:

https://releases.bondix.dev/files/saneclient-armv7-202204071719-3d3a8436.ipk
https://www.lucom.de/bondix-s-a-n-e-informationen.html
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Installing the user module Bondix S.A.NE 

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Open the package manager under „settings“ →

„package manager“



02.05.2022 Daniel Distler www.lucom.de 18

Installing the user module Bondix S.A.NE 

1. Click on „Upload“ and 

„Browse“ 

2. Your Windows Explorer will 

open

3. Select the saneclient which

we downloaded before

4. Click on open
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Installing the user module Bondix S.A.NE 

After the saneclient is

installed

Go to „Network“

„Bondix Bonding“ is now

added to the list and you are

able to configurate it
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

You will receive the

Tunnelname and 

Password in the

testing phase from

us.

1. Insert 

Tunnelname and 

Password

2. Click on „Save 

& Apply“ 

3. Restart the

Service as shown
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

After the service has been restarted you can add an optional backup server

It is important to do it afterwards
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

1. Open the advanced

settings in Bondix

2. Activate the Bondix

Proxy

3. Activate the Debug

Webinterface

4. Insert the Debug

Listener IP 

(192.168.1.1 by

default) and the Port 

(8088) assign a new

Passwort (for example

1234567) in „debug

webinterface

password“
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Scroll down until you find 

the button „Save & Apply“ 

and click on it
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

1. Go back to the general

settings

2. Restart the service as

a whole
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Now you are able to open the Debug Webinterface 

by opening the IP-Adresse and adding the Port to

it

Insert the Tunnelname and 

type in your pre-assigned

passwort for the debug

webinterface

In our case it is 192.168.1.1:8088
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

You can find the

debug

webinterface

password under

„advanced

settings“ 
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Setting up your Bondix S.A.NE

First start of your
router

Setting up your
router

Optimal settings
for Bondix

Installing the user
module Bondix

Setting up your
Bondix S.A.NE

Click on „Daten 

absenden“  
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Setting up your Bondix S.A.NE

Now we gained access

to the Debug

Webinterface where

we can monitor every

connected interface



• Sicher ist sicher

LUCOM GmbH

Elektrokomponenten und Systeme

Flößaustraße 22a

90763 Fürth

Tel.: 0911 - 957 606 00

www.lucom.de
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